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Composition Preserved Mood Moss is 100% carefully harvested in Florida and North Carolina, then treated to ensure longevity 
and resistance to fading. The preservation process involves replacing the moisture within the moss with glycerin.

Size and Shape We offer custom Mood Moss Tiles available in all sizes and shapes to suit your needs. 

Weight Mood Moss Tiles weigh approximately 1 - 1.5 pound per square foot.

Color Mood Moss Tile offers two color options, Sunlit Meadow and Emerald Paradise. Sunlit Meadow has a slight charat-
ueau tone, makes it look very natural. Emerald Paradise offers a very lush color, immediately brings the forest vibe 
indoors.

Thickness The thickness of Mood Moss Tiles ranges from 2 inches to 3 inches.

Maintenance Mood Moss Tiles are maintenance-free, requiring no sunlight, watering, or pruning.

Acoustics Our Mood Moss Tiles provide excellent acoustic advantages, making them a perfect natural acoustic product.

Origin The Mood Moss Tiles use reindeer moss handpicked in Florida and North Carolina.

Care Our Mood Moss Tiles are designed for interior use only. It is recommended to avoid direct sunlight. Please refer to 
the Maintenance and Care instructions for detailed information.

Health Our Mood Moss Tiles are non-toxic, non-allergenic, and act as natural insect repellents.

Humidity Mood moss will remain soft and pliable above 40% RH.

Mood1
Sunlit Meadow

Mood2
Emerald Paradise
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Fire Resistance Our Moss Logos are flame retardant. 

Durability Our Mood Moss Tiles maintain their form, color, and texture for 5 to 10 years.

USGBC LEED 
V4 Credits

Mood Moss Tiles can contribute to the following LEED V4 credits. For detailed requirements, please refer to the 
USGBC credit guides: EQC9 for enhancing acoustic performance, MRc3 BPDO for sourcing of raw materials for 
recycled contribution, and EQc6 for interior lighting surface reflectance (lighter color options).
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   Luxurious Texture
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   Serene Forest Ambiance
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Installation

Backing

How to 
Install

Refer to the manual for moss panel numbers and arrows. Match the numbers and arrows on the back of each 

panel, ensuring the correct order and direction.

Measure and mark the desired positions for each moss panel using a ruler and level.

For soft walls, use screws to directly attach the panels in order. For hard walls, install wood battens first, then 

secure the panels to the battens.

If needed, use extra moss materials provided by Wildleaf to patch any imperfect areas where panels meet.

1.

2.

3.

4.

Masonry Wall
Including Granite wall, concrete wall, marble wall etc.

Masonry Wall

Plywood

Moss with Wood 
Panel Backing

Tools for 
Installation

Wall 
Structure

Screws

1/8" Wood Panel

Measuring tape Cordless screwdriver Level

Soft Walls       
Including drywall, wood wall, plaster wall etc.

Moss with Wood 
Panel Backing

Soft Wall


